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1. Use explanation

This chapter focuses on XC XCP Pro PC software installation system requirements, installation
and unloading steps.

1-1. Install system requirements

1-2. Install steps

1-3. Uninstall steps
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This software suit for running on the platforms as Windows 2000, Windows NT, Windows XP and

other above.

1. If your operation system have not installed the Framework2.0 library before, you should run the

installation process "dotnetfx.exe" first, which is in the subfolder "dotnetfx" of the installation
folder;

& dotnetfx

EHE HEC BEFW YW IBED

v| B =3l

| langpack. exe
IExpress Setup
Microsoft Corpor...

1__ instmsia. exe
F— Installer for th. ..
Microzoft Corpor. ..

VESVer. soc WindowsInstaller. ..
00 Tt Update Package
1 KB Microseft Corpor. ..

I
“-

HIER

dotnetfx. exe
FrFHiERF

Bty Rig

& HHR: 20059 Az
P

Ho 22,4 MB

$#iE: IExpress Setup A5]: Microsoft Corporation ITfHREE: 2 0.50727 42 GEEEHA: 2007 22.4 MB & e R Rl

2. Double-click to operate the installation file “setup.exe”;

& XCPProv3. 0b
M E B E)

Qre- O ¥ O=r [ umx -

HiLE (00 |23 D 68 PLCAECAPLC \XCE Py ov3. Ob

MRS ¥

HENER ¥

FF W WE@ IHR@ #HEHE

v| B #=

’:} %E%%lﬁmi\ _'IE_E ;Etupxcnroa.ow

Ii’!‘: . exe

HHIER
ICPProv3. Ob
T

L HEE: 20078158,
9:21

T.18 ME ) FERYEHRE
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]iEJ Setup - XCPPro i o im] S |

Welcome to the XCPPro Setup Wizard

(DClick “Next” .

This will install ¥CPPro 3.0 an your cornputer.

It is recommended that you close all other applications
befare continuing.

Click MNext to continue, or Cancel to exit Setup.

Cancel |

]
jig” Setup - XCPPro
@)Choose software -
Select Destination Location

installation path, where should XCPPro be installed?

click "next step",
until the "install" J Setup will install ¥CPPro into the fallowing folder.

button appear.

To continue, click Mext. If you would lilke to select a different folder, click Browse,

Browse... |

At least 19.3 MB of free disk space ixequired.

\<Qe£k I MNext = I Cancel |

]i,‘.q Setup - XCPPro

(3@ Shows that the Installing

. . . Please wait while Setup installs XCPPro on your cormputer.,
XCPPro is installing,

please wait.

Extracting files...
CiZProgram Filesh® CPProfyHardwareyM16 ChFuncRes.ini

[

Cancel
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Bl
Completing the XCPPro Setup Wizard

(@ Until the show "the
installation is complete,"
click "finish", hereto, the
XCP software installation

Setup has finished installing ¥CPPro on your comnputer, The
application may be launched by selecting the installed icons.

Click Finish ta exit Setup.

is completed.

1. Choose "Start"— "Setting"— "Control panel"

2. Double-click "Add/Delete XCP edit tool"

3. Pitch on "XCPPro3.0" in the list, press "Delete"in the lower right corner

B EsE MR
S FTE O es®Ese \ #FAX0: (s
EIH}EJ%? ;'J__S'i gnalel Audio N 10 Q'B"ME__:_i
#F ) | B Spelling Dictionaries Support For Adobe Reader & Fv 32.54MB
i@ SureSense SEF Reader FAv 25.95MB
a3 lﬁl Touchifin V2. 73 e 115 00MB
gg—, %ﬁ) !@ UltraEdit 10.10c ([CH+TH) localized HA 5. 9GME
lﬁl $indows Installer 3.1 (KES33803)
| !&ﬂ, Hindows Live Messenger odh 31.09MB
ﬁ{lﬂﬂw? !fgl WES Office 2005 AN (5.2 0.1233) AN T4 32ME
14 (&) & ICPPro 3.0b
i
HOE O

i@ ZineMaker 2008 FAv 206, 0OMB
HEERWSE 391

|.; FEAER findows FEEES 1.2
| STESEIMEIE R +1. 23 build 0430 L4
'g 4 LiEFg200T Fov 3T9.00MB >

4. Click [Yes] in the "Add or Remove Programs" screen
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%CPPro Uninstall 18 ]

\‘.:) Are wou sure wol wank bo complekely remove ®XCPPro and all of its components?

5. Uninstalling XCPPro

XCPPro Uninstall T

Uninstall Status
Please wait while XCPPro is removed fram your computer,

Uninstalling ¥CPPra...

.

Cancel |

6. Promopt the uninstallation is successful.
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2. Basic operation

This chapter focuses on the most basic operations in XCP Pro, including open and close software,
create and open the project, add and delete PLC type in the same project.

2-1. Open and close the XCP Pro

2-2. Create and open the project

2-3. Add and delete PLC type




XCP Pro User Manual

1. Open the XCP Pro

(1) Choose "Start"—"All procedures"—"XCP Pro"—"XCPPro.exe".

Lutel’ Il

poit|
L3
HAER (1) M ICPPro uninstall
@

Thinget FER YCFFro
) Mtrakdit »
3 [@ TineMaler 200G , & HCFProvd. O

(2) When the XCP Pro has just started, the screen display as shown below:

e =1}

File  Edit Search %iew PLCOperate PLCSetting  Option  Window  Help

DEeRxanaernafoe

Row 0,C0l 0 OUR Mo Select PLC

n n

Note: You can also double-click the shortcut icon on the desktop to open the

procedure.

2+ Close the XCP Pro

Choose "File"—"Exit", or directly click the button " ", the XCP Pro will be closed.

10
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1. Create a new project

(1) Choose "File"—"New project Ctrl+N ", or click icon "", the PLC model selection

windows will pop up. If PLC has connected currently, the software will automatically detect
the model, as the default, as follows:

select PLC Model ] x|

Ho Connect To FLC
= FLC Serials i Model Infomation
B %01
- XC1-HP
- XC1-18
- XC1-32
- XC1-184A
- XC1-Q00
= XC2
- XC2-16
- KCEZ-24
- KCZ-45
- XCE-B0
- KC2-YAP
[=]- ¥C3
- KC03-14
- HC3-24

Cancel |

(2) Select the PLC model in the "Select PLC Model" windows, then click "OK", the
establishment of a new project is completed. As shown below:

S

Ele Edt Search Wiew PLCOperste  PLCSetting  Option  Window  Help

NDeHxazevmaEse 240052
s e e TR P T T
Project 2 %]

L3 Froject

253 Pt I ] ] 1

PLCL - Ladder | 4P %

Config Block

=] Req CommentfUsed Status
Free Moritor
[Z] Data Monitor
] set Reg Ink alue
L PLC Config
[ Passwerd
= Serial Port
{pg] B0
i Can
P Save Hold Memory
000 Module
g 1o
124 PLC Information
@y PLC CPU Information
.en] BD Information
1o Expansion Information

- Scan Cycle
@ Clack nformation
.. 3§ Error Information

| Information N
L Record Error Uit | outpt |

[ Description Project [Row [Col |
W Instruction Class 4 Project
Row D, Col 0 oW PLCEHC3-60 Communication: Com, Sation: |
@7 O (@ § 7 ) coode B Mivosoft ... | §] Thinget - Mcrosoft Inter... | 5 WPs 2F -Txepprotzs.. | [y liFE2007- WAL, | T xcppro @‘ El‘ = AE |« R 1543

2. Open project

11
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Choose "File"—"Open project", or click icon "", then select *. xcp type of file in the
"Open PLC project file" dialog box, click the "open", it's completed.

21 x|
BHEBED: [ #F & e Obee) £ = O L E

TIPS MERE . xcp

T pULSEOHHETITE € 14, 60&v0vI EHESARE ) xop
A ZhoK wop

M 220T(0309), %cp

| BB S & AT NER R e

4 j—
TEm: | = | el
R (1) IPLC Froject (. xep) j HIiY

P

Note: Usually, when you open a XCP project, the system backup the original file automatically,
file named *. rak for reunification. When the need to use the file, change the suffix to be ". xcp",
then open it in XCP Pro.

When project new created, it is defaulted for PLC1. When user needs to edit a number of

PLCs, they can add multi-object to a interface.
1. AddPLC
Method 1: Click "File"—"Add PLC".

Method 2: In project column which is on the left side, right-click "PLC1"—"Add PLC", as

@ XCPPro

File  Edit Search  Wiew  PLC Operate  PLC:

NSH XBBas
ek b 4 T A

=Ins zIns Del =Del sF5 sk
i'_l-__::IProject
8

E Edit: PLC name

Edit PLC Communication Mode
change PLC model

Add PLC

Delete PLC

12
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follows:

When PLC is added successfully, it will be named "PLC2" acquiescently, and the project column
in the left side will change also, as shown below:

;-;"I Project

-2 pLC

When edit different PLCs, only need to click the plc simply. What's more, users can also modify
appropriate name, edit communication mode, change models or delete operation on the
corresponding PLC .

2. Delete models
Method 1: Right-click the PLC to delete directly, select "Delete PLC".
Method 2: First select the PLC to delete, and then to "File"—"Delete PLC".

After the operation, system will hint whether or not to delete, as follows:

Hint

?(J Delete?PLCZ

™

HiH

To confirm the deletion, click "OK", otherwise, click "Cancel."

Note: The code between different PLC editor objects can copy each other, the code between
different projects can also copy and paste.

13
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3. Basic introduction of edit environment

This chapter focuses on basic structure of XCP Pro software, the main function of the Toolbar, the
menu bar, the project bar, and shortcut key in common use.

3-1. The basic form of interface

3-2. Conventional Toolbar

3-3. PLCToolbar

3-4. Ladder input Toolbar

3-5. Else

3-6. Menu bar

3-7. Project bar

3-8. Shortcut key introduction

14
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Title bar:Behind the XCPPro, display the opening ladder program file name and path.

Menu bar:Choose the operation to carry out in the drop-down menu.

Conventional Toolbar: Diaplay the icons of basic functions,such as copy, search.

Ladder input bar:When input instruction symbol, select the corresponding symbol

Windows switch bar: Switch windows

PLCToolbar: Including upload. download. run. etc.
Other:Including the operation of

. l_lJ 05 E‘E%
sF? { }? sF11 F12 sF12 .'::'.

PLC1 - Ladder ‘

Ei Ladder
nstruction List

eg Comment/Used Status
B Free Monitor

Data Monitor

5‘ et Reg Init Yalue

23 PLC Config

- J Pasguord

- Serig| Port

--'Bj ED

o] Cp

ﬂ Save Hold Memory
-0 Moflule
| If

7

B3 PLC Information Infarmation / 2 x]
E’ﬂ PUYC CPU Information Error List |0utput |

‘H_nj EIp Information

| | Description | Praject | Row | Col |

i £ pansion Information

--{_* Sran Cyde

@ lock. Information

- 34 Hrror Information

2 _} Recqrd
h; Instruction [lass I-: Project
Rawi 0,Co) O /PLCI K360 Cm'n?ﬂcatlon iCamn, Station: 1 ot
Status bar: Show PLC model, communication method,operate state

Edit area: Write program, or input ladder chart.

Information bar: Show error list and output.

Project bar/Instruction bar: Show project catalog and instruction list. The object in project bar is for

user's convenient operation, these functions are included in menu bar also.

Note: Each window can adjust place and size at will.

15
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|j New New Create a Ladder program
| .

E? Open Open an edited (saved) file

H Save Save the modified or new created file
x Cut Cut in the the specified scope

3)5‘1 Copy Copy within the scope of instruction

= Paste the cutted and copied contents to a designated
| _|=] | Paste .

location

\:l Go back Go back to the region of previous cursor
E:/- Go forward Go forward to the region of next cursor
ﬂﬁ Search Search the statement or string

Note Show node comment

== | Instruction . .

=l . Instruction tooltip open/close

— | tooltip
. = Printer Print the current file

'@% Help See related XC instructions for use

Download the editing program or data into PLC EMS

\G Download
memory
ﬁ\ Upload Read the program or data in PLC memory out
& |Run Run PLC
QJ Stop Stop PLC
fmll Lock Lock pro
s program

16
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¢ | Unlock Unlock program

m Lad monitor Monitor the operation process of ladder chart program

L— -'] Data monitor Monitor and set state, data of all PLC soft elements

oy . . .
E; FI Free monitor Monitor and set state, data of specified PLC soft elements

Software serial .
[ ) Config software serial port
port config

= Insert a node (5 Set
In= sF¥
Lnli'll Insert a row { ]' Instruction frame
zlnz Fa
il Delete a Node Horizontal Line
Del F11
HE}QH Delete a Row ; *i« Delete Horizontal Line
shel sF11

1k

E5 Normally Open Node Vertical Line

Fi2
—Hl_ Normally Closed Node s;KE Delete Vertical Line
jﬂrl_ Rising Edge Pulse @ PID Instruction Parameter Config
j%la_ Falling Edge Pulse M Pulse Instruction Parameter Config
{F?:)— Out HONT| | High-speed Count 24-section Config
EEE} Reset G-BOX SMS Config

17
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w1+ | Auto-adapt Col Width | Auto-adjust col width to a appropriate length
) Zoom In Zoom in ladder chart
=y Zoom Out Zoom out ladder chart
L—— | To Ladder Convert instruction list into ladder chart
To Instruction List Convert ladder chart into instruction list
Grammer Check Check user procedure on grammer

3-6-1. “File”

Fie | Edit  Search  Wiew |
L] Mewproject Cirk Creat a new project
[ Open project Open a created project
Closs Project Close the current project
el SaveProject Chr+S Save the current project
Save Project As Save the current project with a new file name
Add PLC Add a new PLC edit object
Delete PLC Delete the selected PL.C edit object
Change PLC Model Change the selected PLC model
Import Download File Import/export as download file (no source file),
Export Downdoad File used for production in procedure secrecy circumstance
=§  Print Set Chrl+P Set print option
Print Start print
Recent Projects » ——— Can open recent edited project
Exit Exit

18
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3-6-2. “Edit”

Edit | Search  Wiew  FLZ Ope

Umdo Chel+2
Fedo CErl Y
g Cut Chrl+¥
= Copy |+
5 Paste Chrl-+
Select Al Chrl+a
Delete Delete

[23]  Imsert Row  Shift+Ins
) Delete Row  Shift+Del
4 Delete Yertical Line

S} Insert Mode Ins
H Delete Node

Edit Made Comment

Lad Instruckion »

3-6-3. “Search/Replace”

Search | Wiew  PLC Cperate

48 SearchReg Chrl+F
Search Skep Chrl+T

Replace Ckrl+R.

Go Back, Alk+Left

Go Forward  Alk+Right

19

Withdraw last operation(Repeat 20 times)

Fesume last withdrawed operation
(Fepeat 20 times)

Cut matructions, ladder chart
Copy mstructions, ladder chart

Faste the copied/cutted instructions/ladder
chart in specified place
Fitch on all current instructions/ladder chart

Delete the chosen instructions, ladder chart

Insert arcw in specified place
Delete the current romwr
Drelete the current vertical line

Insert a node n specified place
Drelete the current node
Cotmment about the node

Ladder 1cons, usage see "Ladder mput bar"

Search specified soft element
Search specified step ID

Eeplace of specified content

Go back to the region of last cursaor

Go forward tothe region of next cursor
(Relativeto go back operation)



XCP Pro User Manual

3-6-4.

3-6-5.

“View”

Vi PLC Cperate  PLC Setting

Data Manitar Window Show data montter window
Free Monitor Window Show free monttor window
Project Windew Show project window
Instruction Help Windows Show instruction help window
Message Window Show message window
Tool Bar b +——— Show Toolbar
Skatus Bar Show status bar
@ ZoomIn Zoorm in the ladder to display
& Zoom Out Zoom out the ladder to display
=] ShowLad Show ladder chart
Id.  Show Instruction List Show instruction list
Show Node Comment show node comment i ladder chart
Used Req Lisk Show the used soft element list
Mode Comment: List Showr the node commment list

“PLCOperate”

In the basic operation of PLC, there are several items, listed as below, need attention:

>

The usage of secret download

Please be sure to attention, in order to protect users' intellectual property, after the use of
secret download, the program or data in PLC will never be able to upload, and the program

is unable to decipher.
Stop PLC when PLC reboot

When user program error, bring on as run will not be able to communicate, use "Stop
PLC when PLC reboot", make PLC stop as soon as reboot, then can re-download user

program.
Lock/Unlock program

When using the function, first set the user program password, then download, password
and program will be download into PLC together. When user want to upload, they need to
input password to unlock the PLC at first, then can upload.

When PLC with password, it can re-download user program also, cover with the old

program. The password is used to protect user program.

Note: Specific PLC information see P29.

20
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3-6-6. “PLCSetting”

PLC Setking | Owption  Window
PLC Serial Port Setting ——— PT.C serial port parament setting
Password Setting FLC encrypt password setting
BD» Setting FLC expansion BD board specified setting
CAN Setting CANBus communication specified setting
Module Setting Expansion module basic setting
PLIC Init alue Setting — PL.C inttialization value setting
Hald Mem Setting Power-off hold mem setting
PLIC Initializkion Initialize PLC to factory state

3-6-7. “Option”

Option | Window  Help

Commurication Mode Config —— PT.C communication mode config
TEOY Dewice Canfig TBOX device config
Func Black Config Function block config

@  Software Serial Port Config Sottw are serial port parament config
— Drefault unlock password config

[C] mstruction Tooltin Openfclose mstruction tooltip function

Def ault Unlack Psw Config

3-6-8. “Window”

Window | Help

Dack MDI Window can stop atinterface border arbitranly
System MDI . Wm;lows traditional style, the window stop 13
restricted
Previous Prewdous
Mesxt Mext
1PLCL - Ladder The name of current enabled window

21
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3-6-9. “Help”

Help

HelpiHY F1
.ﬁ.l:u:ut{@\ \

The left column
includs "Project bar" and
"Instruction class bar".

Project bar: Most
operation in project bar
have related to in menu
bar and tool bar, it will
not go into details here.

Instruction class bar:
Classify instructions in
accordance  with  the

m B o= =2 W
L=Fr

Er-

EfL BE  EE EN OEEQ

E? ¥C Series PLC Help(v2.5) 1

=10l ]

820 | sl | #xe | 140

@ 1. Summary of XC series PLC

@ 2. Power circuit's specification)cinput
@ 2Each Soft Unit's Usage and Funct
@ 4 Basic Program Instructions

@ B.&pplied Instructions

@ E.5 pecial Function [nstructions(<C3
@ 7.2 pplied Example Programs

@ 8.4ppendix

Preface

The programming of XC series prog:

¥

XCFPFPre

Yer=zion 3.0

Copyright () 2006

Thinget Electronic Co.,Ltd

Support two kinds o
In XC series PLC, t
screen. And, these tw
Rich hasic functions
Based on the theory ¢
series PLC can suppe
application instractio:
and shift of data etc.

compare instruction:
_>|_I

Thinget Program Tool

different funcyions, then users can search directly, as follows:
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Instruction Class

Search: ||

= |£|J Instruction Class
-] Input Instruction
-] ] Output Instruction
--ﬂj Flow Contral Instruckion
-] Data Mave Instruction
-] Data Operation
-] Data Shift
-] Data Conwvert
-] Floating Point
m-L]] Clack Operation
-] Special Function
- (1] Label Instruction
--ﬂj Carmrmunication Instruckion
-1l ] Motion Control

Ctrl+N Creat a new project Shift+ F6 Falling edge pulse
Ctrl+S Save project F7 Output

Ctrl+P Print config Shift+ F8 Reset

Ctrl+Z Undo Shift+ F7 Set

Ctrl+Y Redo F8 Other

Ctrl+C Copy F11 Horizontal line
Ctrl+V Paste Shift+F11 Delete horizontal line
Ctrl+X Cut F12 Vertical line

Ctrl+A Select all Shift+F12 Delete vertical line
Delete Delete Ctrl+F Search soft element
Shift+Insert | Insertaraw Ctrl+T Sear step ID
Shift+Delete | Delete a raw Ctrl+R Replace

Ins Insert a node Alt+Left Go back

F5 Commonly open node Alt+Right Go forward

F6 Commonly close node Ctrl+G Grammer check
Shift+ F5 Rising edge pulse F1 Help

TORE

This chapter focuses on realization of PLC basic functions, including online, upload/download
program, run/stop PLC, upload/download data, specified information search, PLC initialization,
lock/unlock program, print, etc.
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4-1. Online

4-2. Upload/download program, and PLC status control

4-3. Set PLC initialize value, upload/download data

4-4. PLC and module information enquire

4-5. PLC initialization

4-6. Lock/Unlock program

4-7. Print

mJ "

1. Click menu bar, "option"—"software serial port config", or click icon " o
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Opkion

Window  Help

Communication Maode Caonfig
TEOX Device Config
Func Block Config

=)

Software Serial Port Config

Defaulk Unlock Psw Config

Inskruckion Toalkip

2. In "Config Software ComPort" window, choose correct serial port, baudrate, parity, or click

"Check", software will check and set correct serial port, baudrate, parity automatically.

3. When red word "Connect PLC Succeeded" showing in the left bottom of "Config Software

ComPort" window, online success, connect succeed, check "OK", continueother operations.

Config Software ComPork x|
—Serial Fart(C) —Bandrates (B)
i comt  Coms 1" 4800BE3 % 19200BF5
C come C Come " QROOEFS " 33400BFS
Toms: O ocowt —Parity ()
" Comd  Comg  Home 0 04d (% Fren
—Other =set
Databit=:5 ,Stepbits:l
Comnmect PLC Succeeded Checlk 0K Cancel

4. When online unsucceeded, "Communication Error" will show in red word in the left bottom of
"Config Software Comport" window, please check computer comport, communication cable
and PLC communication port.

Config Software ComPort x|
—3erial Fort (C) —Bandrate (B)
7 Comt " Coms i~ 4800BES % 19200BFS
 Come " QEODEES " 33400BFS
" comT —Parity(P)
" COME " Home { 04d ¥ Even
—Other =set
Databit=:8 , Stopbits:l
Communication Error Checls 0K Cancel
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"" icon, can upload the PLC program. Click "project" in menu bar— "save project", or

" IEI " icon, can save program.

B x|

Upload Succeeded. ..

2. When online succeeded, click "PLC operate" in menu bar—"Download Program & Data", or

click icon, the program can download into PLC. If PLC is running, the "stop running
PLC" window will pop up.

Downloading Programy.... x|

Compiling. ..
i Download PLC Code x|

PLZ Code running, conkinue?

Choose "OK", PLC stop run, download new program. While downloading, the guage pop up.

Downloading Program.... El

Downleading. . .

[

After download program, click button to run PLC.

3. State control

After online, click button to run PLC; click button to stop PLC.

4-3-1. Initial value settings

Click "Set Reg Init Value" in project bar, the "Init Reg Value" window will pop up.
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PLC1 - Ladder  PLC1- Init Req ¥alue q b x
add Edi Del

Begin End Point Comment

Bin Hex MoSign ASCID | Upload Download | DeFault:
w4l | 2 | 43 | 44 | 45 T |+ | +B T

> "Upload":Upload the data of PLC soft element; "Download": download the set value into
PLC.
> The numerical value can switch between "decimal","binary","hexadecimal","no

symbol","ASCII".

»  Add soft element: Click "add" button, "Add Reg Init Value Range" window pop up, choose
register model 'D' or 'FD', then set begin and end address.

Add Reg Init ¥alue Range x|

Type

(ol | Begin: Iﬂ Hum: IEI
" Fn End: ||:|

(1]:4 I Cancal |

The below chart is the initial value settings of adding two registers, double-click address ID,

modify numerical value.

PLC1 - Ladder  PLC1- Init Reg Yalue | 4 b ow
add Edit Del
Begin End Paoint Comment
o oo 11
JipRun] nizn 21

Bin Hex MoZign ASCI | Upload Download | Default:

+ +1 +Z +3 +4 13 5 +7 +3 +4
b IO 1} 1} ] ] ] ] i} ] 1} 0
110 1}

4-3-2. Upload/Download data

Method 1: If the operation object is a part of address, set initial value at first, then click "upload" .
"download" button.

Method 2: If operation object is the whole address, click "PLC operate" in menu bar—"Upload
data","Download data".
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Methodl:

(@ Click "Project column"—"PLC information",
a catalog will appear;

® Click "PLC main unit information","BD
board information", "expansion module
information","scan cycle","error information"
on the respective,then you can see
corresponding information.

Method 2:

Click correlative items in the left side, "Project

culumn"— "PLC information", to view directly,

shown as right.

4-4-1. PLC main unit information

Project

;-;"1 Project

-2 PLct
=-_] Code

{;§§ Ladder
L. Instruckion Lisk
Func Elock.

/=] Reg Comment/Usad Status
..... B Free Monitar

----- [rata Monitar

----- E] Set Reg Inik Yalue

B~ PLC Config
[=BEEErL C Information

----- ﬂ BD Informnation

----- oo Expansion Infarmakion
----- {_¥ Sran Cyele

----- :ﬂ Clock Information

----- 3 Error Information

----- _} Record

Show PLC series, model, slave version and befitting master version.

PLC Information x|

Bl EF PLC Information

Expan=zion Informat

1 | H

----- @) FLC CFU Informatio Serial: XC3

Model:  HC3-3Z

Y

i Sean Cycle FLC H# Version: V3. le
b @ Clock Information

Eo- w Error Information Suitable Software Wersion: W3.0

4-4-2. BD board information

Show BD input/output points, input/output bytes, primary/secondary version, and BD

board name.
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= [ PLCER.
: o_.ﬂ FLCEEE R
o P RAER SR
O AR
e L]
LW ERER

WAsEE: o
iAo
RAFTE: 0

R FEE: 0

BT AT E R -
FHEES: 0
iEES: 0
EEER:

0

=

4-4-3. Expansion module information

Show module information (content as BD board).

PLC Information

= ._:_J PIC Information

@5 FLC CPU Informatia

’ED BD Information
Expansion Informat

£ * Sean Cycle

@ Clock Information

w Error Information

Madule
Madule
Madule
Module
Module
Madule
Module

Input Foints Hum:

Output Foints Hum:

Input Eyxtes Hum:

Output Eytes Hum:

Module Mem Addreszs Length:
Main Version:

Sub ¥ersion:

Comment

4-4-4. Scan cycle

Show current cycle, Min/Max cycle of ladder chart program.

PLC Information B

=] L:j PIC Information

"% BD Information

i Soan Cycole
Iﬂ Clock Information
ﬁ Error Information

@y FIC CPU Informatia

Expansion Informat

Current Cycle: 1
Min Cyecle: ]
Max Cycle: !

29
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4-4-5. Clock information

Show current clock date information.

PLeiformation x|
= 24 PLC Information
93[ FLC CPV Informatio
®0f Bl Information
i Expansion Informat 2000-0-0 0:0:0 Sunday
* Sean Cyele

O §Clock Information

)Q Errer Imformation

4] | >

4-4-6. Error information

Show compilation error information.

e x4
= [24 PLC Information Error Ttem ICnﬂo:nt I

E’ﬂ FLC CPU Informatio B Hodule Communication Error

ED Information O operation Error
0 Expansion Informat | [ Scan Ower Time:
> Sean Cycle O ¥o User Frogram Error
& Clock Infornation | [ Uzer Progess Errer

Z O Ran Exvor

O 0ffset Overflow Error

[ 0ffset Overflow Bit

O FOR-KEXT Owerflew Brror

O Hardwars Dog Run

U S5FD Check Error

] CAN Selfcheck Error Flag
O cAN Config Chuck Error Flag

0K |

Choose "PLC setting" in menu bar—"PLC Initialization", PLC will be initialized to leave
factory settings.

PLC Initialize x|

\%) PLC Initialize Success

30



XCP Pro User Manual

When password setted, the PLC program cannot be read out in lock state, in order to protect
program. If repeatedly enter password error, PLC will blockade password automatically. Here,
PLC need a re-electrify, then can open password and upload.

4-6-1. Password settings

Click "PLC setting" in project bar —"Password", or "PLC config" in menu bar—"password",
tthe password can be set and modified. Password is make up of 6 letters/numerals.The system
default for six zero, that is no password.

PLC1 - Password Set 1 x|

= __j FIC Config

I_ HEssann Input Fassword: I******
B Serial Fart
@ ED Input Fassword again:l******|

AN CAW
Save Hold Mem:

0 Module

0K Cancel

4-6-2. Lock/Unlock

When password set succeeded, click ‘1 icon to lock the current PLC. So in the process of
upload the PLC program, only enter corret password, the program can upload successfully; click

= icon to unlock the current PLC, the program can upload in normal.

4-6-3. The default password decryption settings

To menu bar"Option"— "Default Unlock Psw Config", set unlock password.

Config Hide Password x|
123456 I12345E\

Edit |

Clase |
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In the process of using secreted PLC, if need to upload procedure frequently, or enter
different passwords to different secreted PLCs, users can set default decryption password. As

shown above, users can set a number of decryption password. Then in the upload process, no need

to enter password repeatedly.

Click "File"—"Print", the print config window will pop up, the program can be printed in

ladder chart or instruction mode.

FTEDHL

B : }erl-'-_ri-: Colour FPeztSeript | Bt (E). ..

s SRS

R hdobelPS GenericColowrFPostSeript

fiig:  LPTL:

T

FTENFERE bl

OF -4/ EAE [ &

O TTRIGRE (6) M E): 0 | Br): o |

LI
[ wm= | [ @& |

Print object:

(D Ladder chart, command, note;

@ Print all or part (separated with cursor), all is allowed.
Print settings:

(O Choose printer

@) Print range

(® Print amount

S—lRESgERRMNN-OpOEON

This chapter focuses on the introduction in the XCP Pro programme environment, including

method, configure and idiographic operation process, which may be involved in a wide variety of

programme.

5-1. Programme mode

5-2. Instruction sign input
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5-3. Ladder chart edit

5-4. Correlative configure

5-5. Sofe element monitor

XCPPro can program in two methods: ladder chart programme or repertoire programme.

ladder chart programme: intuitionistic and convenient, is chosen by the majority of PLC
programme and maintenance personnel.
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PLCL - #ERR | TLCL- IR RETAHE Y
10
o —F [ Call__PO H
0 Yo
¢ 3
N
Man0o 0 Koo
8 | ¢ 3
T
0 ¥
13 | ( )
¥13 a0
= :
x1d

Repertoire programme: suit for the personnel who is familiar with PLC and experienced in logic
programme.

PLCI - ﬁﬁpm—}mrsﬁf#wa

0 LDl ®10

2 CALL PO

4 LD T0

G ouT Y0

a LD ha0oo

10 ouT T0 K100
13 LD T0

14 ouT 1
17 LOP w13
19 ORF H14
21 SET 50
23 LOP w12
25 RST T

27 RET TO

24 5TL 50

Kl LDl T

a3 ouT Y2

a5 LD Manoo
3T ouT T Ka0
40 RET 1

42 LD T

44 ouT Y3

46 STLE

47 FEMND

48 FO

a0 LD Manoo

bt SRET

e LD Ma0oo

G1 FLSR [nli] D2 D4 0
i1 ouT CEO0 D10 D100

5-2-1. Instruction prompt

When users write instructions in ladder chart mode, they can open instruction prompt function via
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click "=" icon. In manual input state, the system will automatically list correlative instructions for
users to choose, and put up choice tips on operand, to help users quickly and correctly complete
the instruction input.

For those not familiar with the directive of the user's operation.

LI Shown as the left figure, when input
LD BIT (= "LD", the system will pop u

LD WORD WORD o ) Y ] pop up
LD <= WORD WORD instructions  start with "LD",

L= WORD WORD
LD=‘WoORD WORD
LDz WoRD wWiORD
LD == WoRD WORD

convenient for users' operation who

1s not faniliar with the instrutions.

K

LD BIT

Input Instruction:Initial logic operation contact type MO (Marmally Open)

Operand 1

1.Bit Cperator

2.0perator Type:Ohject Ohject With Offset Bit of Ward Object Bit of Word Ohject With Offset
3Bt Operator: X ¥ WS T,C M3000

4 Word Operator:D FD TD,CD DE0O00,FDE000

After instruction comfirmed, the system will
put up correlative prompt on operand, such as
operand attribute, available address type, etc.

5-2-2. Input node

Icon Function Shortcut key
—IFEI_ Commonly open node F5

—Hl_ Commonly close node F6

1T isi ifi+

e Rising edge Shift+F5
e Falling edge Shift+F6

Take example to explain the instructiom input:

Mouse left bond click a certain node in ladder chart, the display area in dotted line box denote the

chosen node; first click " F5 " icon (or press F5 key), the figure will show a dialog box (LD MO0),

it can edit instruction and loop in dialog box. When edit finished, press "Enter" button, if input

error, then the node will show in red. Double-click the node, user can afresh input operation.
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PLC1 - Ladder |

PLC1 - Ladder

Edit
—

LI|

PLC1 - Ladder |

LD X0

PLC1 - Ladder |

Right | | Wrong | |
. input
input 0 | lnput . i
o [ |
Press "enter" to right move the edit area
5-2-3. Input loop
Icon Function Shortcut key
{F?:)— Output loop, timer and counter F7
(5> :
e Set loop Shift+F7
P> Reset loop Shift+F8
sFa
{ F B} Edit instruction F8

Next take example to explain the instruction input:

Ex1: Loop output
(D After the ladder's first node X0 input, the dotted line box right move a lattice;

PLC1 - Ladder |

L >
@ Click " F7 "icon (or press F7 key), the instruction dialog window pop up (OUT);

PLC1 - Ladder |

0T |

@ Input YO in the cursor place;
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PLC1 - Ladder |

OUT Yo |

@ Press "Enter" key, if input correct, then dotted line box move to the next row; if not, the node
will show in red, double-click the node to modify.

PLC1 - Ladder | 4 b x

I
X0
o | ¢

EX2: Timer and cunter input

(D The input method of timer: OUT+Timer number+blank-+timing hour
PLC1 - Ladder |

| |
w0
o
}_{ |_lznu'r TO K300 |

Aftere input correct, press enter, then dotted line box line wrap.

PLC1 - Ladder | 4 b %

|
T K3

o
o | ¢

@ Counter input mode: OUT+blank+counter number+blank-+count value
PLC1 - Ladder |

| |
®0
0
I_lzﬂu'r C1 ¥s000| |

After input correct, press enter, then dotted line box line wrap.

PLC1 - Ladder | 4 b %

|
xa
o | ¢

Ex3: Other instruction input
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@ Click " "F& " icon (or press F8 key), left side column show instruction list; douvle-click the

input instruction, the instruction is activated in appointed area, input parameter.

| Instruction class [ PLC1 - Ladder | b
Search: |
=] &]J Instruction Class = il c1 K000
{517 Input Instruction 1} I

-éj Qutput Instruction
(=151} Flow Control Instruction

-] ALl
Buile SET
o
\L_J £l SET BIT
‘£J EMND Flowe Control Instruction: Open the assigned flow, close the current flaw
‘L_J FERD Operand 1
‘LJ FOR 1.8t Operator
] mer 2 Operator Type: Chject
\L'J MEXT 3.8 Operatar:s
] rsT
--(c]] sET
{0 SRET
o] 57 [Information x|
‘L:J STL Error List |Output I
] sTEe = :
[ ‘Q‘j Data Move Instruckion — [ [ pescription | Project |Raw [co |

[#1-8]] Data Operation
g S

@ Users who are familiar with instructions can double-click input area, manually input

instructions and parameters;

Double-click the activated area:

PLC1 - Ladder |

| |
n}—“— |

Input instruction and operand in dialog box.

PLC1 - Ladder |

rA0

o HH

A0 DO D1 D2 |

(3 Aftere input correct, press enter, then input area line wrap.

PLC1 - BEE| 4B x

Notice:

» Instruction input mode: instruction + blank + operand.
»  The red node means it's error.

»  Pay attention to connection, make sure it's integrated.
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5-2-4. Special instruction

The several instructions mentioned below, can lead user to complete correlative instruction
set through icon in dialog box rormat at a glance, the parameter settings is more clear.

1. PID instruction

» Parameter settings and instruction transfer

Put the cursor in instruction input point, then click "PIN" icon in instruction bar, the parameter
set dialog box pop up, the setting item include address, PID parameter in common use, mode

settings, overshoot, direction, etc. As follows:

PID Instruction Parameter Config 5'
‘ Target Value (5] |]:|D ‘ ‘ Measure Value (PY) (D10 FParameter: ID4DUD ‘ Output: 0 ‘

—Mode Config
&% Commeon Made 7 Advanced Mode

—Farameter Config

& Marmal " puto

e m 22 Input Filter Constant (al: |D 3: k]
m o Differential Tncrease (KD |50 3‘ *

Output Upper Limit Valua: |4095 3‘

Integration Time (TI): IU 3: *100ms

Dutput Lower Linit Value: | =
Differential Tine (D) [o =] #i0ns TSR o z

Froportion Gain (KF):

PID Computation Scope —Direction Config

FID Contrel Death Region:

ID E:
m o Hegzative Movement " Positive Movement

Fegative Movement:#long with the increase

L of the measures definite walue PV,
Self Study Pericdic Value! IU 3: ontputwalue MY will alse reduce.
It' = nsually used in heat up contrel.
—Overshoot Config Positive Mowement: dlong with the
increase of the measures definite walne
(¢ Ensble Owershoot ( Disable Owershoot PY¥, outputwalue MY %ill als=o increasze.
It" = nzually used in cool control.
Each time adjust the increase! |1DD 3: %
Current target walue resident Count: |15 3: Hold Mem Begister:Can’t Read

Paramter Range D4000 - D4043

Eead From FLC | firite To FLC | Cancel |

After the set of parameter, click "OK", the instruction appear in the ladder chart window, as

follows:

s | [ PD Do o D w0}

»  Parameter modification

To edit parameters, double-click the instruction to modify address, other parameters canbe
modified through free monitor manually, can also click on

To edit parameters, double-click on the directive to address changes to other parameters can be
modified through free monitor manually, can also click on the instructions, then click on "@",

to modify parameters.

2. Pulse output instructions

»  Parameter settings and instruction calling

Posit cursor to instruction input point, then click "I icon in instruction bar, parameter
setting dialog box poop up, the set items include instruction kinds, bit, segment, frequency,
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accelerate and decelerate time, config, adress, etc. As shown below:

Pulse Instruction Parameter Config B 1[

‘ulze [utput With Accelerate And Decelerate: PISE

| Fulze Instruction

* Single 24 Segment

& 16 it 32 bit |

Frequency:IDD Fulse Number:IDZ Accelerate And Decelerate Time: |D4 Output Fulze T Hum: I‘ID ‘
Config Value

hccelerate And Decelerate Time: ID 3: ms

1 Freguency: IU 3: 1 Pul=se Hum: |D 3:

Read From FLC | frite To FLC | U4 I Cancel |

When parameter settings completed, click "OK", instruction will present to the ladder chart area,

shown as follows:

[ PLsk_ D0 D2 D4 w0 |

»  Parameter modification

When modify parameter, double-click the instruction to modify address, other parameter can be
modifed in free monitor manually. It can also single-click the instruction, then click nW to

modify parameter..
3. High speed conter 24-segment instruction
»  Set parameter and call instruction

Make the cursor position to input point, then click "HN" icon in instruction bar, parameter
config box pop up. The config items include high speed count, campare value, 24-segment

config value, etc. As shown below:

High Speed Count 24 Section Config ) 5'
High SZpeed Count ICEDD Compare Yalue: IIIlI:I Interrupt ﬁ.ddress:l]:lll:ll:l

—Config Value

Compare Value: |1 3: Section Hum: i =

.

1 Count Hum: ] —

Cancel |

After parameter setted, click OK, instruction appear in ladder chart appointed area, sa shown

Read Frem PLC | frite To PIC |

below:

CEOD D10 D100
{ Y

»  Parameter modification

When modify parameter, double-click the instruction to modify address. You can modify other
parameter via free monitor manually, and also can click the instruction first, then click " 1o
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modify parameter.

4. The G-BOX SMS configuration

When XCP Pro connect with G-BOX successfully, you can do SMS config.

»  Parameter config and instruction call

Click " T " icon in instruction bar, dialog box pop up, the config parameter include

instruction name, COM port, phone number, first address, SMS content, as shown below:

MSG Instruction Config I x|

| " com % come |

Instruction Hame: m

Phone Hum: I First Address: I

M3 Content:
120

&l
&
|

no-=n10 14 I Cancel
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5-3-1. Horizontal line and vertical line operation

Icon Functions Shortcut key
11 Insert horizontal line F11
| o
12 Insert vertical line F12
- Delete horizontal line Shift+F11
3
s;KE Delete vertical line Shift+F12

> Insert horizontal line and vertical line

(D Move the dotted line box to input place
PLCL - HEEE | LI

WO !
0 [ — I D0 DO D [ }-{

______________

Click F1. Cor press F11 key)o

PLCL- BEE]| 4B x

—
0 Tl [ DD DO D1 D2 I

@Move the dotted line box to upper right of the input place

PLCI - HEE | R
MO
] | [ 400 DO DI 02 3
W
s T

|
Click 2. Cor press F12 key)

PLCL - BEE]| 4B x

Mo
i T| [ DD DO D1 D2 I

i

,,,,,,,,,,,,,,

> Delete horizontal line and vertical line

(D Delete horizontal line: Move the dotted line box to delete place, click sF11 Cor press
Shift+F11 key) .

K
@ Delete vertical line: Move the dotted line box to upper right of the delete place, click 12 Cor
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press Shift+F12 key) .

5-3-2. Node and row operation

Icon Function Shortcut key
= Insert node Ins

In=
Lnli'll Insert row Shift+Ins
zlns
ialy Delete node Del

Del

H E}QH Delete row Shift+Del
zllel

» Insert node: move the dotted line box to input place.

PLC1 - Ladder | PLC1- Reg Comment |

1 1 O
| 4 A
o | il

= |y

Click Tns Cor press Ins key), node right extension, a blank line appear in dotted line box.

PLEl-Ladder|PLC1-RegC0mment| 4 b %
| | | |
Mt 1 ¥
0 %ﬁi i £y
> Imsert row: move the dotted line box to input place.
PLEl—Ladder|PLC1—RegC0mment| 4 b %
| | | |
[ ¥ ¥
0 I m ¢ M
ME000 #11
s T

=
Click =Inz  (or press Ins key) , ladder chart down move a row, a blank row appear in dotted line

box.
PLcl—Ladder|PLC1-RegCommem

| | | |
0

T X1
o HI Il ¢

4 b o=

ME000 w11
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> Delete node: move the dotted line box to input place.

PLC1 - Ladder | PLC1- Reg Comment | 4 b ®

1 1 O
| 4 A
o | il

il

Delete ‘Del  (or press Del key), dotted line box right move a line, a blank line appearance.

PLC1 - Ladder | FLC1- Reg Comment | 4 b
| | | |
M1 Yo
0 l_ { b
» Delete row: move the dotted line box to input place.
PLC1 - Ladder | q4p
I I I I I I I I I
=0 O K00
| { b
10| |

s0
15 | i I AT MO H

=1

19 —IDI {2 )
Y

Click sDel (or press Shift+Del key), the row of dotted line box is deleted, the next row up

move a row automatically.

PLC1 - Ladder | 4k
|
S0 0 K100
10 I ¢ 5
|10 =1
15 I (= 3

5-3-3. Edit comment

Click "view" in menu bar—"show node comment", then you can do operation of display and
close ladder chart node comment.
1. Add soft element comment

(D Move the dotted line box to comment soft element, right click, then menu pop up.

PLC1 - Ladder | PLC1- Req Comment | 4

| | | | | ] |
W1 N1l
11 ! l( \
Modify Reg Comment

Showe Mode Comment:

& cu
= Zopy
:}2 Paste
44

Search

Replace
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@ Click "Modify Reg Comment " icon, the edit comment box pop up;

Edit Reg Comment i x|

Ml : ||

] I Cancal

(3 Add and modify words in dialog box;

Edit Reg Comment i x|

Ml :

QK I Cancel

@ Click "OK", then complete note. In the condition of show node comment, all the comment
information will show in the bottom of the element.

PLE1 - Ladder | FLC1- Reg Comment | 4 b %

il Yo

o | )

=tartup

» In the mode of ladder chart don't show comment, move the mouse to soft element, then a
information box will emerge to show soft element comment information.

PLC1 - Ladder | PLC1- Reg Comment: | 4 b %

bt Yo

o | ¢

Inskruckion Mame: LD M1
M1: startup

»  Click "Reg Comment" in the left project bar, or click "View" in menu bar— "Node Comment
List", PLC soft element comment table pop up, you can view, modify, add all soft element
comment in the table. The display mode can be classify display, can also be whole display.

FLC1 - Ladder PLC1- Reg Eumment| 4 b
Search: = | Undo Fedo | Used | all S ¥ 5 T C D | FO | M3000 | DS00O | FDSO0O | ID | QD
Comment
(0]
P M start
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5-3-4. Ladder chart copy and cut

» Copy: mov the dotted line box to input place, press and drag the mouse, the selected area

will show in anti-color, click =] (or press Ctrl+C);

PLC1 - Ladder | 4 b x
| -
S0
] {5 3}
ﬁj
Then move the dotted line box to paste place, click =] (or press Ctrl+V)
PLCI - Ladder | 4%
I I I I I I I I o
Wiz 50
a —m {5 3 —
o] Y0
{ b

»  Cut: drag mouse and select the cut area, press x (or press Ctrl+X), then move the dotted

=
line box to paste place, click Uﬂ (or press Ctrl+V).

PLC1 - Ladder |

S0
{5 3 —

Yo

Note: You can press Ctrl to select multi-node for cutting or pasting.
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5-3-5. Ladder chart instruction management

1. The fold and unfold of sentence

When user procedure is too long, effective instruction management can help user with
clear thinking, then they can complete program favoringly.

(23 g|stLs0
T 2
31 | A
T kSO
= e y
¥
(R Y
T 3
a | |
a4 Lf| s1E
S

The previous figure is a segment flow sentence, the left side in hoariness marked with
relevant row number of sentence. From the begining to end flow, there's a brace start with "B".
Click "B", it will turn to "H", and the relevant sentence are folded, as shown below:

29H [[STL =0

Usually, the sentence fold only apply for flow, circle and other sentence. After folded, the

program is much more concise, to help users better grasp the overall program situation.

Fold and expand can carry out by the right-mouse menu, as follows:

nH Modify Reg Comment
1 Show Mode Comment
258 |3
| & cut
= Copy
6> H _’i! Paste
&% Search
13 H Replace
| Expand Current
Expand Al
Collapse All

2. GROUP/GROUPE

Though fold, expand function don't suit for normal sentence, but with the help of
"GROUP/GROUPE" to organize sentence into groups, fold/expand are also suitable.

"GROUP" and "GROUPE" instructions don't have practical significance, only dispose
the program on formal. Usually, a GROUP start with "GROUP", end with "GROUPE", the
middle part is effective user program. The GROUP rely on different functions of sentence, or

others. The following is an example of GROUP, only need to input directly.

47



XCP Pro User Manual

PLC1 - Ladder |

If fold all sentence, it will be the effect as follows.

program, only need to click "H".

PLCI - Ladder |

4 b x
| -
08 |$TL S0
50 ™ Kion
5 | PO
50
7 | HI | AT MO H
0 1
| ¢ b lze
1| | ]
¥10 TOD K5
| PO
i | )
T100 53
o | H | [ s )
24 L||sTLE
hd

When you want to descry a certain section

4 b

0 H

25H

65 B

TL =0

TL 51

TL 52

TL &3

At the same time, convenient for management, users also can descry in the nearside project
bar, as shown below, all folden item are noted in "ladder", double-click to expand.

Project

;1 Project

223 pLCt

- ] Code

=-h2 Laddar
L.jF STLs0
5TLS1
sTLS2
5TLS3

Instruckion List

: Func Block

----- [Ed config Block

=] reqg comment/Used Status
----- B Free Manitar

----- [rata Manitar

E] Set Reqg Init Yalue

-4 PLC Config
-4 PLC Information

----- ¥ Recard
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5-4-1. PLCserial port settings

1. Click "PLC config" in project bar—"serial port", serial port set box pop up.
2. Click "serial port 1", "serial port 2", "serial port 3" to set different serial ports.
3. There are two optional communication modes, "Modbus" and "Free protocal".

4. Click "Read From PLC" to get PLC default parameter.

5. Click "Write Into PLC" to write current parameter into PLC, PLC re-power. o
PLC1 - Serial Port Set iy |
~ FIC Config cSerial Fort | —Communication Mode
Modbus E o) [ Password iSerial Fort 2 | & Modbus Hum |! 5] € Free Format
B9 Serial Port “wBerial Fort 3

communication

B —Overtime Set [(ms)
,ﬁ CAH Char : |3 Reply |300

Sawve Hold Meme

000 Medule —Modbus
- /0 Baudrate: [19200 BFS =l
Datahits: |8Bit =l
Stopbits: |1Bit =]
| N A [+ Parity:  [Even =l

Eead From PLC | Write To FLC |

PLCL - Serial Port Set N X

= 4 PLC Confiz -~ Serial Fort 1 —Communication Mode

[ Passwora | - Seriel Fort 2| C s tom [1 6 et Format.
9 Serial Port “Serial Port 3

Free protocal

communication —Owertime Set [ms)

Cal Char : |3 Reply ISDD

Save Hold Memc
O Module —Free Format

g /0 Buffer Bits Select [BBit -]
EBegin Char: H I
End Char: [ |

4] | 4] | »

Read From FLC | frite To FLC I 0K | Cancel |

5-4-2. Password settings

Click "PLC Config" in project bar—"Password", password set box pop up for password
setting and modification, work toghter with lock/unlock functions.
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PLC1 - Password Set
B [ FLC Config

o JE Fassword Input Password: I******
& Serial Fort
ED Input Faz=sword again:l******

: Save Hold Memc
oI Madule

fefrig] IO

0K

Cancel

5-4-3. BD board settings

Click "PLC Config" in project bar—"BD", BD set box pop up.

» In"BD Config", you can choose "No config", "BD serial port", "Other BD board".

» Click "Read from PLC" to get default BD config parameter.

» After modified with BD board parameter, click "Write to PLC" to write set value into

PLC.

EX: take "2AD2PT-P" type BD config as example, first choose "other BD" in "BD Config",

then choose relevant BD board type in the below dialog box.

PLC1 - BD 5Set :

= 4 PIC Config —BD Config
,sﬁ_ﬁ. Fassword
ﬁ Serial Fort

¥ Ho Config

§ ED {" BD Serial Port
-GN CAH
Sawe Hold Mem: " Other BD
e[ Module
“ervn] If0 [] EO-ZADZFT-F
[] ED-ZADZFTiDA-F
[] BO-2TC-F
[] BO-4AT-F

| |

Eead From FLC Write To FLC

Cancel |

X

Click the little box before "BD-2AD2PT-P", hook it, then "BD-2AD2PT-P config" box
appear in the right. Click drop-doen menu to modify its configuration, after modify finished,

click "Write To PLC".
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PLC1 - BD Set N =

El 3 PIC Config

—BD Config

—EBD-ZADZFT-F Config

Eﬁ_. Password a1 Ciniie

AD Channel 1 Voltsge:[0-10V |
AD Charmel 2 Weltsge: [0-10v =]
AD Chamnel 1 Filter: [1/2Filter |
AD Channel 2 Filter: [1/2Filter |

FT Channel 1 Filter: Il;’ZFilter VI
FT Channel 1 Filter: Il;’ZFilter VI

{" BD Serial Port

] BI-ZATZFT-F
[] BI-ZADZFT1DA-F
[] BI-2TC-F
[] BI-4AT-F

4] |

Read From FLC frite To FLC 0K | Cancel |

5-4-4. Can-bus comunication config

Click "PLC config" in project bar—"CAN", CAN config settings dialog box pop up.
ocase

B

[l 24 PLC Config
; J;f:l’assword

‘ CAN Baudrate: |SK ¥ Send Freq(ms): IU ‘ ‘ CAN Station Hum |1 3: Mazter Station Hum: Il 3: ‘

! Serial Fort

Delate |

remote Hode IO

remote Wode Address | local Object Address |

BD
o ad |

Save Hold Memc

XC_CAN Eit Read Ttem Hum
C_CAN Word Read Ttem Hum
KC_CANW Bit Written Item Hum
LoXC_CAN Word Written Ttem Hum

Ll |

Read From FLC | frite To FLC | 0):4

Cancel

» Add: first select the configure item, then click "add" button to add address;

PLC1 - CAN Set 1

]

CAN Bandrate: |SK ¥

%% Paszword

[= [ PIC Config
Send Freqims): ID ‘ ‘ CAN Station Mum: Il 3: Mazter Station Hum Il 3: ‘

Delete I

remote Node ID remote Node Address

local Object Address

num

<=[-ZC CAN Eit Fead Ttem Hum

~no config
KC_CAN Word Read Item Hum

a 0 o 0
UC_CAN Bit Written Ttem Hum
L. C_CAN Word Written Ttem Hum
4 f

Read From FLC

firite To FLC

0K

Cancel

» Delete: select "configed", click "delete" button.
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PLC1 - CAN Set x|
PIJ: Config
[# Password ‘EM Baudrate: [SK ¥ Send Freq(ms): ID ‘ ‘ CAN Station Hum: Il 3: Mazter Station Hum I 3 ‘
Serial Fort
I Add I Delete I remote Hode ID remote Node Address local Db_]ect Address
Cid-Eit—Read Ttem Hum
3 XC_CAN Word Read Ttem Hum
(- MC_CAW Bit Written Item Hum
LLXC_CAN Word Written Item Hum
4 3
s 1 i
Read From FLC | firite To FLC | 0K Cancel

Note: the add and delete of item can also first select operation item, right-click, choose operation
in the pop-up menu.

PLC1 - CAN Set x|
PLC Config

[# Password ‘CAN Baudrate: [SK - Send Freq(ms): |0 HCAN Station Hum |1 3: Master Station Hum: |1 3 ‘

! Serial Fort
BD

ad | Delete | renote Node I | remote Node Address | local Db_]act Address o

Read From FLC frite To FLC 0):4 Cancel

- XC_CAN Bit Read Ttem Hum

4

5-4-5. Power-off retentive save memory settings
Click "PLC Setting" in project bar—"Hold Mem Setting", save hold memory set box pop

up.
» The value show in the right box of each soft element, is the power-off retentive area
original address. The "Input Value Range" in the lower left side, show the soft element

effective range.
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PLC1 - Save Hold Memory Set x|

= [ FIC Config

----- [=% Pazsword

L Serial Fort
"E‘E] ED M

b AN
. Sawe Hold Mem: 3!

i Module

Eg-] 10

‘I I & Input ¥alue Range: DO-TT939

Read From FLC | ¥rite Ta FLC 0K Cancel

D: {4000]

11

5-4-6. Expansion module settings

Click "PLC config"—"expansion module", expansion module setting box pop up.

» Click "Read From PLC" to get default configure parameter of expansion module.
» After the settings of expansion module parameter, click "Write To PLC" to write set

value into PLC.
PLC1 - Module Set x|
(= [Z4 FIC Config o PUED MCCBTOE @ B chat solact Module: [NC-40A =] Cancel Module |
ofew Pazzword AC—4D4 : 4 channe
5 Serial Fort #3 no module B
E'ﬂ D - # no module
% CaN ﬁ L mogie D& Channel 13|V01taﬂ Iu—]_m.' LI
- . no module
Save Hold Mem:e | &7 no module D& Channel zil‘foltaj IEI—IDT.I' LI
; IIH] Module
EJ /0 DA Channel SlVoltaj IU—IU"-" LI
DA Channel 4{Volta x| [o-10v =]
" i —
Eead From PLC Write Ta PLC 0K Cancel

5-4-7. 1/0 settings

Click "PLC config" in project bar—"I/O settings", I/O setting box pop up.

» 1/O point mapping: refer to the relevant actual input, output definition of internal soft
element number. Such as, set value to be 0 in X0,X1position, then when input terminal is
ON, soft element X0,X1 all set ON; if the set value in Y0,Y 1 position all are 0, then only
while soft element Y1 is ON, output terminal YO has export.
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PLC1 - I/0 Set

[l [24 PLE Config
; ]E_.,Password

Filter Timeim=):

10

In Fort Map IDut Port Map | In Port Pronertvl

+0 + +2 +3 +4 +5 +6 +7
X0 0 1 z k 4 5 £ T
%10 10 11 1z 13 14 15 16 17
%e0 | 2o 21 2z 23 24 25 26 27
30 30 In Fo - 3z 33 it 35 36 3T
x40 [ 40 41 42 43 44 45 46 47
%50 [ 50 51 52 53 54 55 56 57
%60 [ B0 61 62 63 64 65 B6 BT
%70 'pz/ T T T3 T4 5 6 i
‘ | y

/ Read From FLC Write To FIC 0K Cancel

In Fort:0 A

In Port:l Cli

: ick X31 0 u

In Port:2 ’ pop P

In Port:3 drop-down options, as left

In Fort:d

In Fort:S

In Fort.B

In Fort:T b’

nn

» In port property: when it's "+", the input and output state is positive logic; when it's "-",

the input and output state is negative logic.

PLC1 - I/0 Set ] x|
& [ PIC Cenfig Filter Tinefns): [0 =
iofes Password =
. Serial Port In Fort Map I Out Fort Map In Fort Froperty |
BED
+ + + + + + + +
ﬁ CAH 0 1 2 5 4 5 B T
Save Hold Memc &0 1 T b ¥ A £ ¥ s
0 Module » X0 T T T T T T T
fro] /0
%20 + + + + + + +
%30 + + + + + + + +
¥40 + + + + + + + +
50 + + + + + + + +
¥E0 + + + + + + + +
g + + + + + + + +
| | B
Eead From FLC Write To FLC 1]:8 Cancel |
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5-4-8. Comunication mode settings

Select Communication Mode i[

Serial Port

i 1E

—Communi cation Mode —

(% Serial Fort

+]

Communication mode settings is
usually used to set communication
mode of computer and connection
device(include main unit PLC, net

—onetworl type ——— module).

% inner network

) citer network

The default communication mode is serial port, when click "+", it will open TCP/IP
device(viz. TCP/IP settings) window, as shown below:

B TCP_IP Device{Green:Device table,network exist,Red:Device kable exist,network not exist Bluetdevice ok exi... | |E||5I
Add GECR  Edit  Delete | Refresh List

Hamea | Ip | Mask | pys | Port | Comment

Click "Add GOX" button, users can add communication device here, window pop up as
follows:

Edit GEOX Device x|
—Login in —HRemote Login in
Hame: |123455'rs Serwer IE: ||.1E-8. 0 .40  Pert: |5|:|2
Fow: |un—nn—nn—nn—nn—uu—nn—nn Server 2 Fame: |
- —Serial Port ——————— —Comment ————
Hame Fhone -

Baudrate:llQZEIEl BFS vl Device Hame:
: |GBEI}{ Defaulted
Databits:IBBit vl _
Comment :
Stnpbits:llBit vl TiaFaitl ted ;I

GEOY, Heed Edit,

Farity: IEven vl Create Date

of: 2008-6-1T
3 - 16:21:40 s
3
i Send Delay(ms) I 5 J
Faad From GBOX | Write To GBOX | 0K | Cancel |
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Set relevant parameter in the window, concrete parameter set, please see from <<Wireless
data transmission module G-BOX user manual>>, no repeat here.

After add successfully, communication mode setting interface have changed, item UDP is
activated, network type is activated also. Usually G-BOX use inner network type, while T-BOX
use outer network type, as shown below:

Select Communication Mode i ﬂ

MF-1nmer networl LI
Communication Made — T GEOX Defaulted

" Serial Fort

network type
* inner network

i~ guter network

)4 Cancel

Comunication mode settings can also via click relevant PLC name in project bar, right click,
select "Edit PLC Communication Mode" in pop-up menu, as shown

,;"1 Praoject

| Edit PLC Communicakion Mode

Edit PLC name

change PLC model

Add PLC
ﬁ Delete PLC

below:

5-4-9. TCP/IP settings

Set window is the same as "TCP/IP device", it can only activate UDP communication after
TCP/IP device configured

5-4-10. Function block list

The window is use to show used C language function block and relevant information.
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Func Block Liskt

Fune Elaock Hame I Ve
FUHC1 1.
FUHCZ 1.

YElon I Author I Update Date I Comment
0.o Z2005-6-15 1. ..
0.o 2008-8-18 1. ..

Erowser |

! Cancel |

Function block directly compile in software, it can save and export after completed, and can

be directly transfered in ladder chart, shown as below:

,_Q Project
=23 pLCL
=] Code

{;33 Ladder

. Inskruction Lisk

PLC1 - Lac

]

Add Mew Func Block.

Iny(.lde Func Block From Disk.

Func Block Info Edit

/
Func Block Hame FUHCl

Ver=zion: (1.0.0

Description:

Author:

I
Date: [2008%F £H18H x|

0K I Cancel |

After confirm the input function block basic information, you will find a "FUN1" added in

the project bar, as shown below:
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;_-j Project

-2y pLct

E|_’| Caode

EE% Ladder

: Instruction Lisk

Func Block,

..]; Corfig Block

Click "FUN1", the following interface appear in main window, users edit program here. If

still need to use after exit project, you can educe and save it, as shown below:

PLCI -Ladder FuncBlock -FUNCZ |
Information  Export  Compile
lE ﬂ'ﬂ'**1{*1:****1:1:ﬂ'****1:******ﬂ'ﬂ'********1{1:ﬂ'ﬂ'**1{*******#**********************
2 FunctionElocklame : FUMNCZ
3 Version: 1.0.0
4 Luthor:
5 UpdateTime: 2008-6-15 12:14:20
& Corment
-
8 L 1?1?H‘H"ﬂ"RTTWH"ﬂ".'f'.'f1?wH"ﬂ".'f'RTWH‘H".'f'.'f1?1?H‘H".'f'RTTH‘H".'f'.'f1?1?H‘H"ﬂ‘7:1?1?1?H"K'RKTWH‘H"R'RTTH‘W'R'RTTH‘WK'RTTWH‘K
=1 void FUMNCZ | WoRD W , BIT E )
10E 4
11
1z [}
13

5-5-1. Soft element comment

Click "Reg comment" in project bar, soft element comment window pop up, you can see

whole or part soft element comment, double-click comment bar can edit the comment.

PLCI -Ladder PLC1- Reg Comment | 4k x

Search: - | Undo Redo | Used | all X L Ul 3 T C D | FDr ||M3000 | DS000 | FDS000 | ID | QD =

Comment ﬂ

Ma000 Bun normally OF loop.

F omMaom Fun normally OFF| loop.

Ma00z

M3003

Click "used" in window, the used soft element window pop up, the used element number list

respectively.
PLCL - Ladder PLC1- Reg Eommentl 4 ox
Zearch: = | Undo Fedo | Used | Al v M| s [T |C|D|FD|M000 | DBOCO | FDSOOD | ID | QD |
Comment =]
xm Start =
b4 Control
7o Left limite bit|
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5-5-2. Free monitor

Click "free monitor" in project bar, the free monitor window pop up.

PLZ1- Free Manitor

Monitor | Add Edit Del | Upward Doversward

Word T

lenagth Farrmak Sauniste

Reg Monitor value

rM10 Bit -

Click "Add", "monitor node input" window pop up: input the monitor soft element capital
address in "Monitor Reg" bar, set the continuous monitoring soft elements number in "Num",
select soft element monitor method in "Monitor Mode" bar, select soft element show mode in
"Show Mode" bar.

Data Monitor ﬂ
Monitor Reg: IMIEI Houam : |1

Monitor Mode Show Mode
f* bit { Float {* Tac ' Unsigned
" Word " Bin " AsCII
O Iord " Hex

0K I Cancel

After addedsuccessfully, serial number, value, word length, number format and comment of

relevant element list in monitor window, double-click relevant place can edit its attribute.

-ee Monikor
Add Edit Del | Upward Dowrveard
: Word Murm
Reg Monitor value length Format Camrnenk
M10 OFF Bit -
FD&Ezz0 1 Word Dec

5-5-3. Data monitor

Click "data monitor" in project bar, data monitor window pop up. Data monitor monitor loop

state, data register value in list, it can also modify register value or loop state directly.
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PLZ1- Reg Monibor
Monitor | Search: X0 | i il 3 T - L | FO | M3000 | D000 =
+0 +1 +2 +3 +4 45 +6 +7 |
b ox0 OFF OFF OFF OFF OFF OFF OFF OFF [
#10 OFF OFF OFF OFF OFF OFF OFF OFF
%20 OFF OFF OFF OFF OFF OFF OFF OFF
%30 OFF OFF OFF OFF OFF OFF OFF OFF  |=

» Mouse double-click loop, then state negation; double-click register, then activate value

modification, press enter to affirm input.

» Input relevant soft element number in search bar, press enter, monitor table will automatically

jump to relevant place.

» When loop state is OFF, it's blue-background black word; when is ON, it's green-background

white word, shown as below:

PLZ1- Reg Manitar

Search: Y0 | x i M = T C O | FOo | M3000 | DE000

+0 | 4 +2 +3 +4 +5 +6 +7 -
b v OFF OFF OFF OFF OFF OFF | OFF OFF
10 OFF OFF OFF OFF OFF | OFF OFF

5-5-4. Ladder chart monitor

When PLC connect successfully, and in the run state, user can predominate run state via

ladder chart monitoring, and especially usefully for program debugging.

Click " m " icon in toolbar, open ladder chart monitor, soft element state of program all

show, loop in green-background white-word is ON state, real-time data in timer, register show also

in ladder chart, shown as follows:

PLC1 - Ladder | qb

For convenient debugging, users can right-click soft element, change the current state, look around

the revised operating results

60



XCP Pro User Manual

PLCI - Ladder |

4 ¢ R
Set Bit Reg K12 ON
Set Eit Reg K12 OFF | 1
8 2
Modify Reg Comment
Show Mode Comment =
12 R
Cut
=2
Coy
16 il o5 )

Paste

Search
20

Replace

Expand al
24 STU
Collapse al

5-5-5. Information bar

Information bar contains "Error information" and "Output".

Error information: for showing syntax and run error, generally speaking, when users edit
ladder chart, if sentence error, press enter, it will show in red, and show error in error information
list. Shown as follows:

|InF0rmati0n o =
Errar List IOutput |

| | Description | Project | Row | ol |
1 Device's Mo, bevonds its spec, list bound PLC1 - Ladder a 11

If only check on sentence, you can click "PLC operate"—"Grammar check".
Double-click error information, then cursor will position to error place automatically,
shown as below:

48| Po
ME000

48 —{ |——| LD
¥12

52 | T}

96 “ || SRET

Output: Usually when PLC run error, relevant information writen into output bar, clue on

operation error. As shown below:

Information
Error List  2ukput

1. Madel, Serial Mum is nok same as PLC Program ;I
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The display of information, data monitor and free monitor can switch via button in below of

window, shown as below:

W3 Information W5 PLC1- Reg Monitor | 8 PLC1- Free Monitar |

5-5-6. Status bar

The status bar not only shows the relevant information of the current enabled PLC, users can
double-click the status display information, to quickly open the modify attributes window, as
shown below:

PLC1:KC5-24 Communication: Cor, Station: 1

Double-click

Selsct PLC Maodel

]
Ho Commect To PLC FLC Model In Program:XC3-24

= FLC Serials 2 Model Infomation
= ¥C1 I

- fC1-XF

- AC1-16

- AC1-3E

- RC1-184

- XC1-Q00

[ #C2
- ACE-16

- C2-24

- ACZ2-48

- RCE2-B0

- fC2-XF

[=-%C3

- AC3-14

R il LI

Cancal |

62



XCP Pro User Manual

XINIE

1T HERIE T HRAR
YA G T i Bl R X
AR bE 7 SR
HSZ: 214072

Hidh:  (0510)85134136
fE3t: (0510)85111290

Xinje Electronic Co., Ltd.
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