PLFO060 Standard Precision Planetary Reducer
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Length(mm) 46.5 118.5 63.0 135.0 79.5 151.5
Rated input speed(rpm) 4000 4000 4000
Maximum input speed(rpm) 8000 8000 8000
The maximum radial force(N)2 485 605 670
The maximum axial force(N) @ 380 490 550
No-load torque(Nm) About0.6 About0.3 About0.3
Full load efficiency(%) 96 94 90
Return Gap(arcmin) Precision backlash<3 | Standard backlash<8 | Precision backlash<5 chardbaduasmlo Precision backlash <8 | Standard backlash <12
Noise(dB) =58 =58 =58
Weight(Kg) 1.0 1.3 1.6
average service life (h) >20000
Torsional rigidity(Nm/arcmin) 2.3
Lubricating oil Long-lasting lubrication
Direction of rotation Input and outputin the same direction
level of protection P65
method of Installation Anyway according to the need
Reduction ratio(i) 3 - 4 5 7 10 12 - 16 20 25 28 35 40 50 70
Raled oultorque(Nm)| 16.5 | 27.0 | 29.5 | 19.5 8.5 300 | 300 | 30,0 | 33.0 [ 300 | 33.0 | 30.0 | 33.0 | 21.5
Max.out torgue(Nm)| 33.0 | 54.0 | 59.0 | 39.0 | 17.0 | 60.0 | 60.0 | 60.0 | 66.0 | 60.0 | 66.0 | 60.0 | 66.0 | 43.0
Turning inectia(Kgem’)| 0.107 | 0.094 | 0.092 | 0.091 | 0.091 | 0.107 [ 0.094 | 0.092 | 0.092 | 0.091 | 0.091 | 0.091 | 0.091 | 0.091
Reductionratiofi)| 80 | 106 1067| 125 | 140 | 175 | 200 | 250 | 280 | 350 | 400 | s00 | 700 | 1000
Rated oultorque(Nm)| 37.5 9.5 3.5 | 1,0 | 37.5 | 41,0 | 37.5 | 41,0 | 37.5 | 41.0 | 37.5 | 41.0 | 27.0 11.5
Max.outtorque(Nm)| 75.0 | 19.0 | 750 | 820 | 750 | 820 | 750 | 820 | 75.0 | 820 | 750 | 820 | 540 | 23.0
Turning nectia(Kgem’)| 0.092 | 0.091 | 0.092 | 0.092 | 0.091 | 0.091 [ 0.031 | 0.091 | 0.091 | 0.091 | 0.091 | 0.091 | 0.091 | 0.091




