PLFO80 Standard Precision Planetary Reducer

B
30 A 40
| T
|
. rL I. "i_.\ N
& R [[ ! §8]§, T8
= -
Me12
{
‘ 21 L,_z‘]"""
L :

When the Motoe shaft glametes is 100 small, need 10 install with bushings Axis output wew mOde @ ‘B

The minimum wall thicknoss of the sleeve i 1mm
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Length(mm) 7.0 153.5 94.5 172.5 1.5 201.5
Rated input speed(rpm) 3500 3500 3500
Maximum input speed(rpm) 6000 6000 6000
The maximum radial force(N) D 1020 1270 1420
The maximum axial force(N) U 850 1100 1250
No-load torque(Nm) About0.8 About0.4 About0.4
Full load efficiency(%) 96 94 90
Return Gap(arcmin) Precsion backlash <3 | Standardbacklash <8 | Precision backlash <5 |Standard backlash<10 | Precision backlash <8 | Standard backlash <12
Noise(dB) =62 =62 =62
Weight(Ka) 2.5 31 3.7
average service life (h) >20000
Torsional rigidity(Nm/arcmin) 7.5
Lubricating oil Long-lasting lubrication
Direction of rotation Input and output in the same direction
level of protection 1P65
method of Installation Anyway according to the need
Reductionratiofi) [ 3| 4 5 7 10 12| 16 20 25 | 28| 35 40 | 50 70
Rated.outtorqueNm) | 60.0 | 86.0 | 94.5 [ 64.0 | 39.5 | 96.0 | 96.0 | 96.0 | 105.5| 96.0 [ 105.5 [ 96.0 | 105.5 | 71.5
Max.outtorque(Nm)| 120.0 | 172.0 [ 189.0 [ 128.0| 79.0 | 192.0 | 192.0 | 192.0 | 211.0[ 192.0 [211.0 | 1920 | 211.0 | 143.0
Turning inertafKgem’)| 0.4 0.309) 0.291 | 0.285( 0.283| 0.4 | 0.309 [ 0.291 | 0.291) 0.285 | 0.285 | 0.283 | 0.283 | 0.283
Reduction ratio(i) | g0 100 | 100 | 125 | 140 | 175 | 200 | 250 | 280 | 3s0 | 400 | so0 | 700 | 1000
Rated.outtorque(Nm)| 120.0 [ 44.0 | 120.0 | 132.0 | 120.0 | 132.0| 120.0 | 132.0| 120.0 | 132.0 | 44.0 [ 132.0 | 89.5 55.0
Max.out.torque(Nm)| 240.0 [ 88.0 | 240.0 | 264.0 | 240.0 | 264.0| 240.0 | 264.0| 240.0 | 264.0 | 88.0 | 264.0 | 175.0 | 110.0
Turning inerta{Kgem’)| 0.291 [ 0.283| 0.291 | 0.291 | 0.285 | 0.285| 0.283 | 0.283 | 0.283 | 0.283 | 0.283 | 0.283 | 0.283 | 0.283




